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The LP LIGHTBAR is a surface mount, suspended 
or wall mount luminaire. MR16 Halogen or GX10 
CMH downlights fit comfortably into the 2-1/4" channel
to form a sleek, low profile LIGHT BAR. 
  
The extruded 2-1/4" channel accommodates 
both Standard and Dimming Ballasts. Fluorescent 
uplight with reflector or satine white lensed downlight  
in between the down-lights can be specified. 
  
No visible hardware and all ballasts/transformers 
are integral to the body of the luminaire. 
  
 

STYLE

LPLBSM

(SURFACE MOUNT)

FBD
(DOWNLIGHT)

GX10

STD 
(STANDARD)

ECO10

(DIMMING)

HILUME

(DIMMING)

MK10

(DIMMING)

120

(VOLTS)

277
(VOLTS)

LENGTH

FL 

UPLIGHT BALLAST VOLTAGE

LPLBSP

(SUSPENDED)

MR16

347

(VOLTS)

ALL SUSPENSION FIXTURES SUPPLIED WITH 8FT ADJUSTABLE AIRCRAFT CABLE AND POWER

  
*LPLBW CONFIGURATIONS WILL EXTEND OUT TO A MAXIMUM OF 72".  

  ALL 18" UNITS AND ABOVE WILL HAVE AN AIRCRAFT CABLE  CANTILEVER

  RETURN TO WALL. 

**MR16 AND GX10 LAMPS ARE SPACED 12" ON CENTER MINIMUM. 

MR16 RING EXTENDS 5/16" BELOW CHANNEL AND WILL ACCEPT ONE 
ACCESSORY 
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PHOTOMETRY FOR LP LIGHTBAR USES BARE LAMP DATA
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LPLBW VIEW: 
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